STANDARD EQUIPMENT:
- Hitch cross shaft cat. II and cat. III
- 2 rows of notched discs Ø 560 mm, space between rows 95 cm
- Discs rubber protection Ø 40 mm
- Reinforced, welded arms with maintenance-free hubs
- Side discs Ø 460 mm
- Row of harrow springs mounted at the front of roller with depth and angle adjustment
- Tubular roller Ø 540 mm
- Hydraulic working depth adjustment
- Side screens with height adjustment
- Transport chassis - unbraked axle
- Tires
  » 400/60-15.5 - for 4 m and 5 m
  » 520/50-17 or 500/50-17 - for 6 m
- Hydraulic folding for transport position
OPTIONAL EQUIPMENT:
- Braked axle with hydraulic brakes
- Braked axle with pneumatic brakes
- Tubular roller Ø 600 mm
- V-ring roller Ø 600 mm with scrapers
- Packer roller Ø 500 mm
- Packer roller Ø 600 mm
- Flat bar roller Ø 500 mm
- FLEX roller with scrapers Ø 550 mm
- Hydraulic adjustment of drawbar height
- Lower pivoting hitch Ø 50 mm
- Ball hitch
- Tires 520/50-17 or 500/50-17 for 4 and 5 m machines
- Front supporting wheels
- Warning plates with LED lights

<table>
<thead>
<tr>
<th>Ref. No.</th>
<th>Working width /m/</th>
<th>Hydraulic folding</th>
<th>Number of discs /pcs/</th>
<th>Power demand /HP/</th>
<th>Weight /kg/</th>
</tr>
</thead>
<tbody>
<tr>
<td>8437</td>
<td>4.0</td>
<td>+</td>
<td>32</td>
<td>140-160</td>
<td>3960</td>
</tr>
<tr>
<td>8438</td>
<td>5.0</td>
<td>+</td>
<td>40</td>
<td>160-180</td>
<td>4200</td>
</tr>
<tr>
<td>8439</td>
<td>6.0</td>
<td>+</td>
<td>48</td>
<td>180-200</td>
<td>4450</td>
</tr>
</tbody>
</table>

Working depth: 8-9 cm, max. up to 15 cm